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 A new bandpass IIR filter with constrained poles and zeros for adaptive filter 
implementation is proposed. 
 The IIR bandpass filter has a wider range of frequency than existing IIR bandpass 
filters with constrained poles and zeros. 
 A frequency response comparison of minimal second-order IIR bandpass filters 
with constrained poles and zeros was made. 
 
Abstract. In this paper, several forms of infinite impulse response (IIR) bandpass 
filters with constrained poles and zeros are presented and compared. The 
comparison includes the filter structure, the frequency ranges and a number of 
controlled parameters that affect computational efforts. Using the relationship 
between bandpass and notch filters, the two presented filters were originally 
developed for notch filters. This paper also proposes a second-order IIR bandpass 
filter structure that constrains poles and zeros and can be used as a  minimal 
parameter adaptive digital second-order filter. The proposed filter has a wider 
frequency range and more flexibility in the range values of the adaptation 
parameters. 
Keywords: adaptive line enhancer (ALE); bandpass filters; constrained poles and zeros; 
notch filters; second-order IIR filters. 
1 Introduction 
The infinite impulse response (IIR) filter is a widely known filter that has been 
used in many applications for decades. The importance of the IIR filter is still 
pronounced nowadays and many studies have applied enhancements to the IIR 
filter. Pawlenka & Mahdal [1] considered a method to automatically tune the 
bandpass filter. Xiao, et al. [2] have developed an algorithm using a simplified 
variable step-size gradient for IIR notch filtering by focusing on its properties and 
its application. Hinamoto & Nishimura [3] have proposed an adaptive normal-
form notch filter in state space. Optimization was also conducted by Liu, et al. 
[4] to develop IIR frequency-response masking filters with near linear phase by 
 Endra Joelianto 
  
using constrained optimization. Pelusi, et al. [5] have implemented a fuzzy 
gravitational based search algorithm in order to design optimal IIR filters. Raju 
& Keung Kwan [6] designed an IIR filter using a multi-objective artificial bee 
colony (ABC) algorithm. 
Adaptive digital second-order IIR filters based on constrained poles and zeros for 
notch or bandpass filtering have been widely used for processing sinusoidal 
signals in broadband noise. In these applications, the filter is required to adapt the 
sinusoidal frequency as a function of an observed time series. Typical application 
areas include signal processing, digital communication, control, biomedical 
engineering, instrumentation and measurement, active noise control, and so on.  
The development of these filters is motivated by the requirement of minimal 
computational efforts of the filtering algorithm. The topic of adaptive filtering, 
especially by using an IIR filter, has been an active area over the last decades [7] 
and several algorithms have been developed. The implementation of a second-
order IIR filter with constrained poles and zeros with minimal adaptive 
parameters is computationally very simple and the parameters themselves 
provide direct estimates of the frequency of the estimated sinusoid signal. 
Unlike FIR filters, adaptive IIR filters are subject to potential instabilities and the 
performance surfaces are to be expected to enclose multiple minima. However, it 
is probable to manage these characteristics by assigning constraints to the filter, 
which requires one filter coefficient for one signal frequency and has a very easy 
control over the notch bandwidth by using the pole radius. The first form of 
constrained IIR filters can be found in [8], where one was used as a digital notch 
filter. However, the IIR notch filter with constrained poles and zeros proposed by 
Nehorai [9] seems to be the most popular. Later, several forms of constrained 
second-order IIR filters with minimal parameters have been developed by Ng 
[10], Chicharo & Ng [11], and Kilani & Chicharo [12] for adaptive notch filters 
(ANF) and in Hush, et al. [13], and Kumar & Pal [14] as bandpass filters for an 
adaptive line enhancer (ALE). Adaptive IIR notch filters are very attractive in 
terms of their performance and low computational requirement. However, in 
general, it is difficult to assess their performance analytically because of their IIR 
structure. Theoretical analysis of steady state performance of a constrained notch 
filter has been studied in [7] using the widely known IIR filter developed by 
Nehorai [9].  
ALE is aimed at acquiring the relevant signal by eliminating the noise from the 
measured signal [15]. The applications of ALE cover many areas. In the hot 
rolling process control system, the Roll Force Auto Gauge Control (RFAGC) uses 
ALE to extract the rolling force variation caused by the roll eccentricity in order 
to decrease the roll gap [16,17]. Other applications of ALE include speed sensors 
for wheels [18], detection of defect rails [19], suppression of beat noise in FM 
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radio of motor vehicle [20], detection of bearing fault [21], and estimation of 
respiratory rate for post-intensive care patient monitoring using accelerometry 
[22]. Recently, ALE has been implemented for the development of an efficient 
narrow band noise cancellation system [23], using the IIR bandpass filter 
proposed by Kumar & Pal [14] in 1990. Bershad, et al. [24] and Eweda, et al. 
[25] considered the stochastic analysis of ALE with a cyclo-stationary input. 
The main objective of this paper is to present and to compare a class of adaptive 
IIR bandpass filters using constrained poles and zeros existing in the literature, 
which are either derived from a notch filter or directly from a bandpass filter. In 
this paper, also another form of constrained second-order IIR filter is proposed, 
which has a structure similar to the previously published constrained filter [10]. 
Further, two aspects of the constrained IIR filters are shown that are usually 
considered in the implementation. The first is the derivation of the range of the 
filter parameter, which is equivalent to the range of the bandwidth. The second 
aspect is the frequency range that can be encountered by this structure. 
2 Minimal Parameter Second-order IIR Bandpass Filters 
It is known that a bandpass filter transfer function can be obtained from a notch 
filter transfer function by using the relationship in Eq. (1): 
 
1 1( ) 1 ( )B NH z H z







 denote the bandpass filter and the notch filter 






 are expressed with the 
minimum number of parameters (possibly one single parameter). This constraint 
is imposed in order to minimize the computational effort of the filtering algorithm 
without degrading the performance.  A typical application of the IIR bandpass 
filter in adaptive filters for processing a sinusoidal signal in broadband noise is 
shown in Figure 1. 
In the configuration shown in Figure 1, delay   is introduced in order to 
decorrelate the input noise and its delayed form turns up at the input of the filter. 
For simplicity,  is sufficient for decorrelation such that 
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Figure 1 General configuration of the adaptive line enhancer (ALE) [13]. 
The IIR filters proposed by Nehorai [9], Ng [10] and Chicharo & Ng [11] are 
adaptive notch filters. The filter proposed by Chicharo & Ng [11] is a special 
case, as it uses two adaptive parameters. All filters are characterized by two poles 
of complex conjugate pairs that lie on a circle of radius r  just contained by the 
unit circle. The pole radius r  is a fixed design parameter and determines the 
bandwidth of the notch filter B  given by the following Eq. (2): 
 (1 )B r    (2) 
The parameter r is chosen by the user; typical values are 0.95 to 0.995. Another 
parameter   is made adaptive;   has the effect of moving the peak response of 
)(zHB  to align with the incoming sinusoidal signal. Several types of IIR 
bandpass filters with constrained poles and zeros, either derived from the adaptive 
notch filters or directly derived for the bandpass filters, are given in the following. 
2.1 Bandpass Filters Derived from Notch Filters 
The bandpass filters considered in this part are obtained indirectly from adaptive 
notch filters by using Eq. (1). 
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1
0 cos ( / 2) 
     (4) 
This filter has a wide range of sinusoidal frequencies that can be considered, but 
it gives a gain larger than unity. 
Bandpass Filter by Chicaro & Ng [11]  
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where  
 0 1   
 0 1r     
 0
    
 
The peaks are at angular frequencies. 
 
1
0 cos ( / 2) 
    (6) 
The position of the zeros is controlled by  . There are two chosen parameters to 
obtain the bandpass filter. The filter has a wide range of sinusoidal frequencies 
that can be considered. 
Remarks: 
1. The advantage of the two filters above is independency between the range of 
sinusoidal frequencies that can be considered with an adaptive parameter . 
2. In principle, these filters are used for ANF, so that the gain at peak 
frequencies in ALE implementations is important. 
2.2 Directly Derived Bandpass Filters 
In this part, bandpass filters directly obtained from commonly used formulations 
are discussed. The transfer functions for the bandpass filters are as follows: 
Bandpass Filter by Kilani & Chicharo [12] 
     (7) 
where 0.5 1r   
2 2    
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where 0 1r   
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The value of r  is held constant but   is made adaptive. In general, r  is selected 
close to 1 in order to result in narrow bandwidth, in which case, the majority of 
the frequency range is enclosed. The optimal value of   corresponds to the one 
that minimizes the sum squared error of ke . There is a restriction on the range of 
sinusoidal frequencies that can be considered because the value of   depends on 
the value of . 
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where  
 rr 22    
 0      
The peaks are at angular frequencies 
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It can be seen that this filter also has a restriction on its frequency range, as 




has unity gain and zero 
phase shift. Unfortunately, they have a restriction on the range of sinusoidal 
frequencies, | | 2r  . 
3 Proposed Filter 
Considering the remarks, a new form of bandpass IIR filter transfer function is 
proposed. This filter is similar to all the above filters, except there is a 
modification of its parameters in order to obtain a bandpass filter with better 
performance in the sense of independency between the peak frequencies and the 
adaptive parameter. It also has unity gain and zero phase shift at its peak 
frequencies. 
Consider the transfer function of the second-order notch filter derived by Parikh 
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In order to minimize the filter parameters, we define: 
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The necessary condition to obtain complex conjugate pole pairs is given by 
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where  
 2 2    (19) 
 0      
The proposed filter has the following characteristics. The characteristics of 
)( 1zH B  are as follows: 
1. The poles are complex conjugate pairs, lie on radius r  inside the unit circle. 
2. The magnitude response of 
1( )BH z

 is a bandpass filter with peaks of 














At the peak of angular frequency, 
1( )BH z

 has unity gain and zero phase shift: 




   (21) 
Eq. (18) shows that the denominator has the same form as filters (3) and (8), and 
the numerator is slightly different only in the coefficient of 
1z  in the factor of r
. The advantage of this form is shown in Eq. (19) and (20), where an arbitrary 
0 1r 
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value of r  can be chosen within its typical range without any influence on  , 
which can be chosen to close to 2. As a result, the minimum and maximum range 
frequencies are wider than the bandpass filter by Hush et al. in [13]. The proposed 
filter has the same form. Therefore, the properties of the poles follow directly. 
Kumar & Pal [14] used the definition 0 02 cosr   to obtain their bandpass 
filter. The proposed filter by Hush et al. [13] can be obtained by using the variable 
. 
4 Frequency Response 
The frequency responses of the existing bandpass filters and the proposed 
bandpass filter are displayed in terms of amplitude and phase with respect to the 
normalized frequency. Moreover, in order to demonstrate the properties of the 
filters, the frequency responses are shown with varying values for parameters r  
and  . The bandpass filter proposed by Chicaro & Ng [11] has an additional 
parameter,  . The influence of this parameter on amplitude and phase is also 
shown.  
The properties of the considered bandpass filters in terms of amplitude, 
bandwidth and phase by varying the parameters ( r ,  , and  ) are shown in 
Figures 2-7. Table 1 summaries the resulted frequency response of the bandpass 
filters. 
The bandpass filters proposed by Nehorai [9] and Ng [10] in Figure 2 and Chicaro 
& Ng [11] in Figure 3 have a similar response in amplitude, bandwidth and phase. 
The bandwidth and magnitude vary considerably with the value of r . Varying 
  influences the bandpass filter form. In Chicaro & Ng [11], varying   implies 
changing the value of r , which results in changing the bandwidth and the 
magnitude. The bandpass filter considered by Kilani & Chicharo [12] in Figure 4 
varies in bandwidth with respect to r  with no magnitude change. There is no 
magnitude change with respect to  ; the bandpass filter form varies significantly. 
The bandpass filter developed by Hush, et al. [13] in Figure 5 has varying 
bandwidth with constant magnitude as r  varies. Varying  significantly 
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 = 0 (a) 
  
 = 0.5 (b) 
  
r = 0.5 (c) 
  
r = 0.9 (d) 
 
Figure 2 Bandpass filter by Nehorai [9] and Ng [10]. 
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 = 0 (a) 
  
 = 0.5 (b) 
  
r = 0.5 (c) 
  
r = 0.9 (d) 
Figure 3 Bandpass filter by Chicaro & Ng [11]. 




 = 0.5, r = 0.5   (e) 
  
 = 0.9, r = 0.95   (f) 
Figure 3  Continued. Bandpass filter by Chicaro & Ng [11]. 
The bandpass filter proposed by Kumar & Pal [14] in Figure 6 has limitations in 
varying r  as the filter has an appropriate bandwidth with large values for r . The 
magnitude and phase responses vary significantly and the phase has nonlinear 
behavior as it has a very large response difference. The proposed bandpass filter 
in the present paper has amplitude and bandwidth characteristics similar to the 
bandpass filter by Hush et al. [13] but with smaller variation in phase response 
with respect to r . Moreover, the proposed filter has a greater frequency range 
and no magnitude variation.  
The response to changes in r  is the same or nearly the same as in the filters by 
Nehorai [9] and Ng [11], Kilani & Chicharo [12], Hush et al. [13], and Kumar & 
Pal [14], which maintain the bandpass filter form. The phase responses do not 
change significantly with respect to r  but there are large variations in phase 
response with respect to  . Overall, the performance of the proposed bandpass 
filter is able to maintain the bandwidth and the phase response to changes in the 
values of r  and . 
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 = 0 (a) 
  
 = 0.5 (b) 
  
r = 0.5 (c) 
  
r = 0.9 (d) 
Figure 4 Bandpass filter by Kilani & Chicharo [12]. 
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 = 0 (a) 
  
 = 0.5 (b) 
  
r = 0.5 (c) 
  
r = 0.9 (d) 
Figure 5 Bandpass filter by Hush et al. [13]. 
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 = 0 (a) 
  
 = 0.5 (b) 
  
r = 0.5 (c) 
  
r = 0.9 (d) 
Figure 6 Bandpass filter by Kumar & Pal [14]. 
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 = 0 (a) 
  
 = 0.5 (b) 
  
r = 0.5 (c) 
  
r = 0.9 (d) 
 
Figure 7 The proposed bandpass filter. 
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Table 1 Summary of the response frequency with respect to the parameters. 
Bandpass 
Filter 
r      
Magnitude Phase Magnitude Phase Magnitude Phase 
Nehorai 














































































































































A minimal parameter constrained bandpass IIR filter was proposed in this paper. 
The proposed filter was derived by selecting a different variable for the filter 
parameters. The paper also reviewed several forms of minimal parameter second-
order IIR filter with constrained poles and zeros found in the literature. The range 
of sinusoidal frequencies and adaptive parameters was also derived for all filters. 
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The proposed bandpass filter had better performances than the previously 
developed IIR filters in terms of flexibility in choosing the range values of the 
adaptive parameter (single parameter) and the range of sinusoidal frequencies that 
can be considered in the application. The dependency between the adaptive 
parameter and the magnitude at the peak frequencies was also discussed. 
Acknowledgement 
The author would like to acknowledge the support by the Ministry of Research, 
Technology and Higher Education, Indonesia and Institut Teknologi Bandung, 
Indonesia. The author would also like to thank the anonymous reviewers for their 
constructive input. 
References 
[1] Pawlenka, M. & Mahdal, M., Automatically Tunable Bandpass Filter, 18th 
International Carpathian Control Conference (ICCC), Romania, pp. 167-
170, 2017. 
[2] Xiao, Y., Ma, Y. & Huang, B., A Simplified Variable Step-size Gradient 
Algorithm for IIR Notch Filtering: Properties and Application, 
International Conference on Advanced Mechatronic Systems 
(ICAMechS), Xiamen, pp. 78-82, 2017. 
[3] Hinamoto, Y. & Nishimura, S., Adaptive Normal-form State-space Notch 
Filters, IEEE 23rd International Conference on Digital Signal Processing 
(DSP), Shanghai, China, pp. 1-4, 2018. 
[4] Liu, Q., Lim, Y.C., Lin, Z. & Lai, X., Design of IIR Frequency-response 
Masking Filters with Near Linear Phase Using Constrained Optimization, 
2017 IEEE International Symposium on Circuits and Systems (ISCAS), 
Baltimore, MD, pp. 1-4, 2017. 
[5] Pelusi, D., Mascella, R. & Tallini, L., A Fuzzy Gravitational Search 
Algorithm to Design Optimal IIR Filters. Energies, 11(4), 736, 2018. 
[6] Raju, R. & Keung Kwan, H., IIR Filter Design Using Multi-objective 
Artificial Bee Colony Algorithm, IEEE Canadian Conference on Electrical 
& Computer Engineering (CCECE), Quebec City, QC, pp. 1-4, 2018. 
[7] Xiao, Y., Ward, R.K. & Ikuta, A., Performance Analysis of the Sign 
Algorithm for a Constrained Adaptive IIR Notch Filter, IEEE Transactions 
on Signal Processing, 51, pp. 1846-1858, July 2003. 
[8] Rao, D.V.B. & Kung, S.Y., Adaptive Notch Filtering for the Retrieval of 
Sinusoids in Noise, IEEE Transactions on Acoustics, Speech, Signal 
Processing, 32, pp. 791-802, 1984. 
[9] Nehorai, A., A Minimal Parameter Adaptive Notch Filter with Constrained 
Poles and Zeros, IEEE Transactions on Acoustics, Speech, Signal 
Processing, 33, pp. 983-996, 1985. 
 IIR Bandpass Filters with Constrained Poles and Zeros 
[10] Ng, T.S., Some Aspects of an Adaptive Digital Notch Filter with 
Constrained Poles and Zeros, IEEE Transactions on Acoustics, Speech, 
Signal Processing, 35, pp. 158-162, Feb 1987. 
[11] Chicaro, J.F. & Ng, T.S., Gradient-based Adaptive IIR Notch Filtering for 
Frequency Estimation, IEEE Transactions on Acoustics, Speech, Signal 
Processing, 38, pp. 769-777, May 1990. 
[12] Kilani, M.T. & Chicharo, J.F., A Constrained Notch Fourier Transform, 
IEEE Transactions on Signal Processing, 43, pp. 2058-2067, Sep 1995. 
[13] Hush, D.R., Ahmed, N., David, R., & Stearns, S.D., An Adaptive IIR 
Structure for Sinusoidal Enhancement, Frequency Estimation, and 
Detection, IEEE Transactions on Acoustics, Speech, Signal Processing, 34, 
pp. 1380-1389, Dec 1986. 
[14] Kumar, R.V.R & Pal, R.N., Tracking of Bandpass Signals using Center 
Frequency Adaptive Filters, IEEE Transactions on Acoustics, Speech, 
Signal Processing, 38, pp. 1710-1721, Oct 1990. 
[15] Ramli, R.M., Noor, A.O.A. & Samad, S.A., Adaptive Line Enhancer with 
Selectable Algorithms Based on Noise Eigenvalue Spread, In 2016 
International Conference on Advances in Electrical, Electronic and 
Systems Engineering (ICAEES), November, pp. 356-361, IEEE, 2016. 
[16] Lee, Y.K., Kim, S.W. & Hong, S. C., Feed-forward Automatic Gauge 
Control in a Hot Rolling Plant. IFAC Proceedings Volumes, 36(24), pp. 
151-155, 2003. 
[17] Lee, Y. K., Kim, S.W. & Hong, S.C., Modified Feed-forward Automatic 
Gauge Control Using Adaptive Line Enhancer in Hot Strip Finishing 
Rolling, In IECON’03, 29th Annual Conference of the IEEE Industrial 
Electronics Society (IEEE Cat. No. 03CH37468), November 3, pp. 2233-
2238). IEEE, 2003. 
[18] Hernández, W., Improving the Response of a Wheel Speed Sensor Using 
an Adaptive Line Enhancer, Measurement, 33(3), pp. 229-240, 2003. 
[19] Hao, Q., Zhang, X., Wang, Y., Shen, Y. & Makis, V., A Novel Rail Defect 
Detection Method Based on Undecimated Lifting Wavelet Packet 
Transform and Shannon Entropy-improved Adaptive Line Enhancer, 
Journal of Sound and Vibration, 425, pp. 208-220, 2018. 
[20] Hasada, K., Kawamura, A. & Iiguni, Y., Adaptive Line Enhancer-based 
Beat Noise Suppression for FM Radio in Motor Vehicle, in International 
Symposium on Intelligent Signal Processing and Communication Systems 
(ISPACS), December, pp. 1-2, IEEE, 2019. 
[21] Jacop, A., Khang, H.V., Robbersmyr, K.G. & Cardoso, A.J.M., Bearing 
Fault Detection for Drivetrains Using Adaptive Filters-based Wavelet 
Transform, in 20th International Conference on Electrical Machines and 
Systems (ICEMS), August, pp. 1-6, IEEE, 2017. 
 Endra Joelianto 
  
[22] Jarchi, D., Rodgers, S.J., Tarassenko, L. & Clifton, D.A., Accelerometry-
based Estimation of Respiratory Rate for Post-intensive Care Patient 
Monitoring, IEEE Sensors Journal, 18(12), pp. 4981-4989, 2018. 
[23] Ho, C.Y., Shyu, K.K., Chang, C.Y. & Kuo, S.M., Efficient Narrowband 
Noise Cancellation System Using Adaptive Line Enhancer, IEEE/ACM 
Transactions on Audio, Speech, and Language Processing, 28, pp. 1094-
1103, 2020. 
[24] Bershad, N.J., Eweda, E. & Bermudez, J.C., Stochastic Analysis of an 
Adaptive Line Enhancer/canceler with a Cyclostationary Input, IEEE 
Transactions on Signal Processing, 64(1), pp. 104-119, 2015. 
[25] Eweda, E., Bershad, N.J. & Bermudez, J.C.M., Stochastic Analysis of the 
LMS and NLMS Algorithms for Cyclostationary White Gaussian and Non-
Gaussian Inputs, IEEE Transactions on Signal Processing, 66(18), pp. 
4753-4765, 2018. 
[26] Parikh, D.D. & Ahmed, N., Sequential Regression Considerations of 
Adaptive Notch Filters, IEEE Transactions on Acoustics, Speech, Signal 
Processing, 28, pp. 313-317, June 1980. 
[27] Glover, J., Adaptive Noise Canceling Applied to Sinusoidal Interferences, 
IEEE Transactions on Acoustics, Speech, and Signal Processing, 25(6), pp. 
484-491, 1977. 
